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LUMINAIRE LOCATIONS

No. Label X Y Z
Location

1 A 461.7 722.9 14.0

2 A 359.3 715.9 14.0

3 A 384.2 781.4 14.0

4 A 343.4 803.8 14.0

5 A 430.1 824.5 14.0

6 A 455.3 778.6 14.0

7 A 558.5 733.6 14.0

8 A 585.7 774.5 14.0

9 A 543.4 798.2 14.0

10 A 586.1 705.2 14.0

11 A 516.9 699.0 14.0

12 A 444.0 696.3 14.0

13 A 646.4 696.5 14.0

14 A 659.7 641.7 14.0

15 A 677.1 610.2 14.0

16 A 691.6 667.2 14.0

17 A 692.0 727.9 14.0

18 A 742.6 732.6 14.0

19 A 769.2 679.4 14.0

20 A 733.2 602.9 14.0

21 A 783.2 577.0 14.0

22 A 806.0 591.2 14.0

23 A 819.3 666.1 14.0

24 A 746.4 521.8 14.0

25 A 715.9 503.2 14.0

26 A 651.3 567.3 14.0

27 A 592.2 624.6 14.0

28 A 521.6 619.4 14.0

29 A 520.3 566.5 14.0

30 A 450.1 613.2 14.0

31 A 372.0 566.7 14.0

32 A 324.6 641.6 14.0

33 A 383.6 649.3 14.0

34 A 502.0 830.2 14.0

35 A 566.4 893.4 14.0

36 A 545.7 969.5 14.0

37 A 477.4 968.9 14.0

38 A 514.6 907.1 14.0

39 A 586.8 828.5 14.0

LUMINAIRE SCHEDULE

Symbol Label Qty File Lumens LLF WattsCatalog Number Description Lamp

A 39 KAD_LED_1_6
3B350_40K_S

R3.ies

Absolute 0.89 74.5
KAD LED 1
63B350/40K SR3

KAD LED WITH HLM
MODULE, 63 LED's,
350mA DRIVER, 4000K
COLOR TEMPERATURE,
TYPE 3 LENS

ONE 74-WATT LED,
DOWNLIGHTPOS.

STATISTICS

Description       Symbol Avg Max Min Max/Min Avg/Min

AREA 0.9 fc 5.0 fc 0.0 fc N / A N / A

OUTDOOR KAD-LED

Catalog  
Number

Notes

Type

All dimensions are inches (centimeters) unless otherwise speci!ed.

KAD LED 1

Series
Number of 
light engines

Performance 
package1 Distribution Voltage Mounting Options Finish10

KAD LED 1 49B350/40K
63B350/40K
63B530/40K
Optional:
49B350/30K
63B350/30K
63B530/30K
49B350/50K
63B350/50K
63B530/50K

SR2 Type II
SR3 Type III
SR4 Type IV
SR5 Type V

MVOLT2

120
208

240

277

347

480

Type Length
SPD__ Square pole 04 4" arm
RPD__ Round pole 06 6" arm
WBD__ Wall bracket 09 9" arm
WWD__ Wood pole 

or wall
12 12" arm

Shipped separately3,4

KMA Mast arm external !tter

Shipped installed in !xture
PER NEMA twist-lock receptacle 

only (no photocontrol)
SF Single fuse (120, 277, 347V)5

DF Double fuse (208, 240, 480V)5

DMG Dimming option6

DFL Di"using lens
Shipped separately3

DSS124 F 1.5 TJJE U Photocell solid-state twist-lock 
(120, 208, 240, 277)7,8

REN480 NM1 J1 Photocell-ROAM® node (480)7,8

SC U Shorting cap for PER option7

VG Vandal guard9

WG Wire guard9

DDBXD Dark bronze
DBLXD Black
DNAXD Natural 

aluminum
DWHXD White
DDBTXD Dark bronze 

textured
DBLBXD Black textured
DNATXD Natural 

aluminum 
textured

DWHGXD White 
textured

FEATURES & SPECIFICATIONS
INTENDED USE — Ideal for parking areas, street lighting, walkways and car lots.
CONSTRUCTION — Rugged, die-cast, soft corner aluminum housing with 0.12” nominal wall thickness. 
Die-cast door frame has impact-resistant, tempered glass lens that is fully gasketed with one-piece tubular 
silicone. 
Finish: Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat !nish that 
provides superior resistance to corrosion and weathering. A tightly controlled multi-stage process ensures 
a minimum 3 mm thickness for a !nish that can withstand extreme climate changes without cracking or 
peeling. Standard Super Durable colors include dark bronze, black, natural aluminum and white. Available 
in textured and non-textured !nishes.
OPTICS — Precision acrylic refractive optics for optimum light distribution through the #at glass lens. 
Available with Type 2, Type 3, Type 4 and Type 5.
ELECTRICAL — High-e$ciency nominal 4000K, 65 CRI LEDs mounted to a metal-core circuit board and 
aluminum heat sink, ensuring optimal thermal management and long life. Designed to provide more than 
60,000 hours of performance (L85) at 250C (770F) ambient temperatures. Standard and dimming drivers are 
available in 120-277V and 347-480V; 50/60 Hz. Drivers have power factor >90% and THD <20%. Expected 
driver life is over 60,000 hours, matching the light engine life. Integral surge protection tested in accordance 
with IEEE/ANSI C62.41.2 to Category C Low.
INSTALLATION — Extruded aluminum arm for pole or wall mounting. 
LISTINGS — CSA certi!ed to U.S. and Canadian standards. IP65 rated. 
WARRANTY — Five-year limited warranty.
Note: Speci!cations subject to change without notice.

Notes
1 Con!gured with 4000K (/40K) provides the shortest lead times. 3000K (/30K) and 5000K (/50K) are also available. 

Please consult factory for additional information.
2 Multi-volt driver capable of operating on any line voltage from 120V-277V.
3 May be ordered as an accessory.
4 Must specify !nish when ordered as an accessory.
5 Must specify voltage. Not available with MVOLT. 
6 Not available with 347 or 480V.
7 Must order PER option. Must be ordered as separate line item.

8 Order from Acuity Brands Controls. Not available for 347V.
9 Pre!x with KAD when ordered as an accessory (e.g., KADVG).
10 Must be speci!ed.
11 Must use 9” or longer round pole arm.

Tenon O.D. One@90° Two@180° Two@90°11 Three@120° Three@90°11 Four@90°11

2-3/8” T20-190 T20-280 T20-290 T20-32011 T20-390 T20-490

2-7/8” T25-190 T25-280 T25-290 T25-320 T25-390 T25-490

4” T35-190 T35-280 T35-290 T35-320 T35-390 T35-490

Speci!cations
Width: 17-1/2 (44.5)
Length: 17-1/2 (44.5)
Depth: 7-1/8 (18.1) 
EPA: 1.2 ft2

*Weight: 36.2 lbs. (16.4 kg)
*Weight as con!gured in example below.

17-1/2
(44.5)

7-1/8
(18.1)

  
  
  KAD
 EPA: 1.2 ft2 (0.11 m2)
 Max. weight: 35.9 lbs (16.3 kg)

ORDERING INFORMATION Lead times will vary depending on options selected. Consult with your sales representative. Example: KAD LED 1 63B350/40K SR5 MVOLT SPD04 DDBXD

Area Luminaire

KAD LED

light pole 
height: 14'-0"- 

typical
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NOTE: LIGHT LEVELS SHOWN 
IN FOOT CANDLES- TYPICAL
BLUE DENOTES 0 FOOT CANDLES


